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Figure 2 shows the default assignment of the back panel audio connectors. 

 

Item Description 

A Line In  

B Line Out 

C Mic In 

Figure 2.  Back Panel Audio Connectors 

 NOTE 

The back panel audio line out connector is designed to power headphones or amplified 
speakers only.  Poor audio quality occurs if passive (non-amplified) speakers are 
connected to this output. 

Related Links: 

Go to the following locations for more information about: 

• Audio drivers and utilities http://support.intel.com/support/motherboards/desktop/ 
• Installing a front panel audio solution (page 31) 

Input/Output (I/O) Controller 
The super I/O controller features the following: 

• One serial port  
• One parallel port with Extended Capabilities Port (ECP) and Enhanced Parallel Port 

(EPP) support 
• Serial IRQ interface compatible with serialized IRQ support for PCI systems 
• PS/2-style mouse and keyboard interfaces 
• Intelligent power management, including a programmable wake up event interface 
• PCI power management support 



Intel Desktop Board D945GCLF2 Product Guide 

30     

Connecting Internal Headers 
Before connecting cables to the internal headers, observe the precautions in "Before 
You Begin" on page 21.  Figure 11 shows the location of the board’s internal headers. 

 
Item Description 

A Audio 

B S/PDIF 

C Front panel  

D Hi-speed USB 2.0  

Figure 11.  Internal Headers 
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Connecting the Front Panel Audio Header  
Figure 11, A shows the location of the front panel audio header.  Table 4 shows the pin 
assignments for the front panel audio header. 

Table 4. Front Panel Audio Header Signal Names for HD Audio 

Pin Signal Name Pin Signal Name 

1  PORT 1L 2 GND 

3 PORT 1R 4 PRESENCE# 

5 PORT 2R 6 SENSE1_RETURN 

7 SENSE_SEND 8 KEY (no pin) 

9 PORT 2L 10 SENSE2_RETURN 

To install a cable that connects a front panel audio solution to the front panel audio 
header, follow these steps: 

1. Observe the precautions in “Before You Begin” on page 21.  
2. Turn off all peripheral devices connected to the computer.  Turn off the computer 

and disconnect the AC power cord. 
3. Remove the cover. 
4. Install a correctly keyed and shielded front panel audio cable. 

Connecting the S/PDIF Connector 
Before connecting to the S/PDIF connector, observe the precautions in "Before You 
Begin" on page 21.  See Figure 11, B on page 30 for the location of the front panel 
header. 

Table 5 shows the pin assignments for the front panel header. 

Table 5. S/PDIF Connector Signal Names 

Pin Signal Name 

1 VCC 

2 S/PDIF out 

3 Ground 
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11. Remove the computer cover. 
12. To restore normal operation, place the jumper on pins 1-2 as shown below. 

 

13. Replace the cover, plug in the computer, and turn on the computer. 

Replacing the Battery 
A coin-cell battery (CR2032) powers the real-time clock and CMOS memory.  When 
the computer is not plugged into a wall socket, the battery has an estimated life of 
three years.  When the computer is plugged in, the standby current from the power 
supply extends the life of the battery.  The clock is accurate to ± 13 minutes/year at 
25 ºC with 3.3 VSB applied. 

When the voltage drops below a certain level, the BIOS Setup program settings stored 
in CMOS RAM (for example, the date and time) might not be accurate.  Replace the 
battery with an equivalent one.  Figure 15 on page 41 shows the location of the 
battery. 

 CAUTION 
Risk of explosion if the battery is replaced with an incorrect type.  Batteries should be recycled where 
possible.  Disposal of used batteries must be in accordance with local environmental regulations. 

 PRÉCAUTION 
Risque d'explosion si la pile usagée est remplacée par une pile de type incorrect.  Les piles usagées doivent 
être recyclées dans la mesure du possible.  La mise au rebut des piles usagées doit respecter les 
réglementations locales en vigueur en matière de protection de l'environnement. 

 FORHOLDSREGEL 
Eksplosionsfare, hvis batteriet erstattes med et batteri af en forkert type.  Batterier bør om muligt genbruges.  
Bortskaffelse af brugte batterier bør foregå i overensstemmelse med gældende miljølovgivning.  

 OBS! 
Det kan oppstå eksplosjonsfare hvis batteriet skiftes ut med feil type.  Brukte batterier bør kastes i henhold til 
gjeldende miljølovgivning. 

 VIKTIGT! 
Risk för explosion om batteriet ersätts med felaktig batterityp.  Batterier ska kasseras enligt de lokala 
miljövårdsbestämmelserna. 

 VARO 
Räjähdysvaara, jos pariston tyyppi on väärä.  Paristot on kierrätettävä, jos se on mahdollista. Käytetyt 
paristot on hävitettävä paikallisten ympäristömääräysten mukaisesti. 
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A BIOS Error Messages 

BIOS Front-panel Power LED Blink Codes 
The front-panel power LED is used by the BIOS to display messages.  For example, the 
LED is on when the system is powered on, and blinks off for 0.5 second when 
processor initialization is complete.  In addition, whenever a recoverable error occurs 
during POST, the BIOS causes the front-panel power LED to blink an error message 
describing the problem (see Table 9).  

Table 9. BIOS Front-panel Power LED Blink Codes 

Type  Pattern 

Processor initialization complete On when system powers up, then off for 0.5 second 

POST complete On when system powers up, then off for 0.5 second 

BIOS update in progress Off when update begins, then on for 0.5 second, then off 
for 0.5 second; pattern repeats until BIOS update is 
complete 

Video error On-off (0.5 second each) two times, then 3.0 second pause 
(off) between on-off blink pattern; repeat entire pattern 
(two on-off blinks and pause) until system is powered off 

Memory error On-off (0.5 second each) three times, then 3.0 second 
pause (off) between on-off blink pattern; repeat entire 
pattern (three on-off blinks and 3-second pause) until 
system is powered off 

Thermal warning On-off (0.5 second each) four times, then 3.0 second 
pause (off) between on-off blink pattern; repeat entire 
pattern (four on-off blinks and 3-second pause) until 16th 
on blink, then end 

 

BIOS Beep Codes 
The BIOS beep codes are listed in Table 10.  These beep codes can be heard through a 
speaker attached to the board’s line out jack (see Figure 2, B on page 14). 

Table 10. BIOS Beep Codes 

Type  Pattern Frequency 

Memory error Three long beeps 1280 Hz 

Thermal warning Four alternating beeps:   

High tone, low tone, high tone, low tone 

High tone:  2000 Hz 

Low tone:  1600 Hz 
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BIOS Error Messages 
Whenever a recoverable error occurs during POST, the BIOS displays an error 
message on the PC monitor that describes the problem.  Table 11 lists the BIOS error 
messages and a brief description of each. 

Table 11. BIOS Error Messages 

Error Message Explanation 

CMOS Battery Low The battery may be losing power. 

CMOS Checksum Bad The CMOS checksum is incorrect.  The CMOS memory 
may have been corrupted.  Run Setup to reset values. 

Memory Size Decreased Memory size has decreased since the last boot.  If no 
memory was removed, then memory may be bad. 

No Boot Device Available System did not find a device to boot. 
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B Regulatory Compliance 

This appendix contains the following regulatory compliance information for Intel 
Desktop Board D945GCLF2: 

• Safety standards  
• European Union Declaration of Conformity statement 
• Product Ecology statements 
• Electromagnetic Compatibility (EMC) regulations 
• Product certifications 

Safety Standards 
Intel Desktop Board D945GCLF2 complies with the safety standards stated in Table 12 
when correctly installed in a compatible host system. 

Table 12. Safety Standards 

Regulation Title 

CSA/UL 60950-1, First 
Edition 

Information Technology Equipment – Safety - Part 1: General 
Requirements (USA and Canada) 

EN 60950-1:2006, Second 
Edition 

Information Technology Equipment – Safety - Part 1: General 
Requirements (European Union)  

IEC 60950-1:2005, Second 
Edition 

Information Technology Equipment – Safety - Part 1: General 
Requirements (International) 

Place Battery Marking  
There is insufficient space on this Desktop Board to provide instructions for replacing 
and disposing of the Lithium ion coin cell battery.  For system safety certification, the 
statement below or an equivalent statement is required to be permanently and legibly 
marked on the chassis near the battery.   

 CAUTION 

Risk of explosion if the battery is replaced with an incorrect type.  Batteries should be 
recycled where possible.  Disposal of used batteries must be in accordance with local 
environmental regulations. 

 

A suitable caution label is included with Intel Desktop Board D945GCLF2. 

Related Links 

For information about replacing the battery, go to page 37. 
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European Union Declaration of Conformity 
Statement 

We, Intel Corporation, declare under our sole responsibility that the product Intel® 
Desktop Board D945GCLF2 is in conformity with all applicable essential requirements 
necessary for CE marking, following the provisions of the European Council Directives 
2004/108/EC (EMC Directive) and 2006/95/EC (Low Voltage Directive). 

The product is properly CE marked demonstrating this conformity and is for 
distribution within all member states of the EU with no restrictions. 

 

This product follows the provisions of the European Directives 2004/108/EC and 
2006/95/EC. 

 

Čeština  Tento výrobek odpovídá požadavkům evropských směrnic 2004/108/EC a 
2006/95/EC. 

Dansk  Dette produkt er i overensstemmelse med det europæiske direktiv 
2004/108/EC & 2006/95/EC. 

Dutch  Dit product is in navolging van de bepalingen van Europees Directief 
2004/108/EC & 2006/95/EC. 

Eesti  Antud toode vastab Euroopa direktiivides 2004/108/EC ja 2006/95/EC 
kehtestatud nõuetele. 

Suomi  Tämä tuote noudattaa EU-direktiivin 2004/108/EC & 2006/95/EC määräyksiä. 

Français  Ce produit est conforme aux exigences de la Directive Européenne 
2004/108/EC & 2006/95/EC. 

Deutsch  Dieses Produkt entspricht den Bestimmungen der Europäischen Richtlinie 
2004/108/EC & 2006/95/EC. 

Ελληνικά  Το παρόν προϊόν ακολουθεί τις διατάξεις των Ευρωπαϊκών Οδηγιών 
2004/108/EC και 2006/95/EC. 

Magyar  E termék megfelel a 2004/108/EC és 2006/95/EC Európai Irányelv 
előírásainak. 

Icelandic  Þessi vara stenst reglugerð Evrópska Efnahags Bandalagsins númer 
2004/108/EC & 2006/95/EC. 

Italiano  Questo prodotto è conforme alla Direttiva Europea 2004/108/EC & 
2006/95/EC. 

Latviešu  Šis produkts atbilst Eiropas Direktīvu 2004/108/EC un 2006/95/EC 
noteikumiem.  

Lietuvių  Šis produktas atitinka Europos direktyvų 2004/108/EC ir 2006/95/EC 
nuostatas. 

Malti  Dan il-prodott hu konformi mal-provvedimenti tad-Direttivi Ewropej 
2004/108/EC u 2006/95/EC. 
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Norsk  Dette produktet er i henhold til bestemmelsene i det europeiske direktivet 
2004/108/EC & 2006/95/EC. 

Polski  Niniejszy produkt jest zgodny z postanowieniami Dyrektyw Unii Europejskiej 
2004/108/EC i 2006/95/EC. 

Portuguese  Este produto cumpre com as normas da Diretiva Européia 2004/108/EC 
& 2006/95/EC. 

Español  Este producto cumple con las normas del Directivo Europeo 2004/108/EC & 
2006/95/EC. 

Slovensky  Tento produkt je v súlade s ustanoveniami európskych direktív 
2004/108/EC a 2006/95/EC. 

Slovenščina  Izdelek je skladen z določbami evropskih direktiv 2004/108/EC in 
2006/95/EC. 

Svenska  Denna produkt har tillverkats i enlighet med EG-direktiv 2004/108/EC & 
2006/95/EC. 

Türkçe  Bu ürün, Avrupa Birliği’nin 2004/108/EC ve 2006/95/EC yönergelerine uyar. 

Product Ecology Statements 
The following information is provided to address worldwide product ecology concerns 
and regulations. 

Recycling Considerations 
As part of its commitment to environmental responsibility, Intel has implemented the 
Intel® Product Recycling Program to allow retail consumers of Intel’s branded products 
to return used products to selected locations for proper recycling.  

Please consult http://www.intel.com/intel/other/ehs/product_ecology  
for the details of this program, including the scope of covered products, available 
locations, shipping instructions, terms and conditions, etc. 

中文 

作为其对环境责任之承诺的部分，英特尔已实施 Intel Product Recycling Program 
（英特尔产品回收计划），以允许英特尔品牌产品的零售消费者将使用过的产品退还至指定地点作恰

当的重复使用处理。  

请参考http://www.intel.com/intel/other/ehs/product_ecology  
了解此计划的详情，包括涉及产品之范围、回收地点、运送指导、条款和条件等。 

http://www.intel.com/intel/other/ehs/product_ecology�
http://www.intel.com/intel/other/ehs/product_ecology�
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Deutsch  

Als Teil von Intels Engagement für den Umweltschutz hat das Unternehmen das Intel 
Produkt-Recyclingprogramm implementiert, das Einzelhandelskunden von Intel 
Markenprodukten ermöglicht, gebrauchte Produkte an ausgewählte Standorte für 
ordnungsgemäßes Recycling zurückzugeben.   

Details zu diesem Programm, einschließlich der darin eingeschlossenen Produkte, 
verfügbaren Standorte, Versandanweisungen, Bedingungen usw., finden Sie auf der 
http://www.intel.com/intel/other/ehs/product_ecology  

Español 
Como parte de su compromiso de responsabilidad medioambiental, Intel ha 
implantado el programa de reciclaje de productos Intel, que permite que los 
consumidores al detalle de los productos Intel devuelvan los productos usados en los 
lugares seleccionados para su correspondiente reciclado. 

Consulte la http://www.intel.com/intel/other/ehs/product_ecology  
para ver los detalles del programa, que incluye los productos que abarca, los lugares 
disponibles, instrucciones de envío, términos y condiciones, etc. 

Français 

Dans le cadre de son engagement pour la protection de l'environnement, Intel a mis 
en œuvre le programme Intel Product Recycling Program (Programme de recyclage 
des produits Intel) pour permettre aux consommateurs de produits Intel de recycler 
les produits usés en les retournant à des adresses spécifiées.  

Visitez la page Web http://www.intel.com/intel/other/ehs/product_ecology pour en 
savoir plus sur ce programme, à savoir les produits concernés, les adresses 
disponibles, les instructions d'expédition, les conditions générales, etc. 

日本語 
インテルでは、環境保護活動の一環として、使い終えたインテル 

ブランド製品を指定の場所へ返送していただき、リサイクルを適切に行えるよう、インテル製品リサイクル 

プログラムを発足させました。 

対象製品、返送先、返送方法、ご利用規約など、このプログラムの詳細情報は、http://www.intel.com/in
tel/other/ehs/product_ecology （英語）をご覧ください。 

Malay 

Sebagai sebahagian daripada komitmennya terhadap tanggungjawab persekitaran, 
Intel telah melaksanakan Program Kitar Semula Produk untuk membenarkan 
pengguna-pengguna runcit produk jenama Intel memulangkan produk terguna ke 
lokasi-lokasi terpilih untuk dikitarkan semula dengan betul.  

Sila rujuk http://www.intel.com/intel/other/ehs/product_ecology untuk mendapatkan 
butir-butir program ini, termasuklah skop produk yang dirangkumi, lokasi-lokasi 
tersedia, arahan penghantaran, terma & syarat, dsb. 

http://www.intel.com/intel/other/ehs/product_ecology�
http://www.intel.com/intel/other/ehs/product_ecology�
http://www.intel.com/intel/other/ehs/product_ecology�
http://www.intel.com/intel/other/ehs/product_ecology�
http://www.intel.com/intel/other/ehs/product_ecology�
http://www.intel.com/intel/other/ehs/product_ecology�
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Portuguese 

Como parte deste compromisso com o respeito ao ambiente, a Intel implementou o 
Programa de Reciclagem de Produtos para que os consumidores finais possam enviar 
produtos Intel usados para locais selecionados, onde esses produtos são reciclados de 
maneira adequada.  

Consulte o site http://www.intel.com/intel/other/ehs/product_ecology (em Inglês) para 
obter os detalhes sobre este programa, inclusive o escopo dos produtos cobertos, os 
locais disponíveis, as instruções de envio, os termos e condições, etc. 

Russian 

В качестве части своих обязательств к окружающей среде, в Intel создана 
программа утилизации продукции Intel (Product Recycling Program) для 
предоставления конечным пользователям марок продукции Intel возможности 
возврата используемой продукции в специализированные пункты для должной 
утилизации.  

Пожалуйста, обратитесь на веб-сайт 
http://www.intel.com/intel/other/ehs/product_ecology за информацией об этой 
программе, принимаемых продуктах, местах приема, инструкциях об отправке, 
положениях и условиях и т.д. 

Türkçe  

Intel, çevre sorumluluğuna bağımlılığının bir parçası olarak, perakende tüketicilerin 
Intel markalı kullanılmış ürünlerini belirlenmiş merkezlere iade edip uygun şekilde geri 
dönüştürmesini amaçlayan Intel Ürünleri Geri Dönüşüm Programı’nı uygulamaya 
koymuştur. 

Bu programın ürün kapsamı, ürün iade merkezleri, nakliye talimatları, kayıtlar ve 
şartlar v.s dahil bütün ayrıntılarını ögrenmek için lütfen 
http://www.intel.com/intel/other/ehs/product_ecology web sayfasına gidin. 

http://www.intel.com/intel/other/ehs/product_ecology�
http://www.intel.com/intel/other/ehs/product_ecology�
http://www.intel.com/intel/other/ehs/product_ecology�
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Lead-free 2LI/Pb-free 2LI Board 
The electronics industry is transitioning to European Union (EU) Restriction of 
Hazardous Substances (RoHS)-compliant products.  The RoHS legislation restricts the 
use of six materials.  One of these restricted materials is lead.  Lead is the most 
common and problematic of the RoHS restricted materials.   

There are exemptions in RoHS that allow the use of lead in some very limited locations 
in electronic products.  Maximum lead concentration values have been established for 
RoHS-compliant electronic products that allow up to 1000 ppm of lead.    

Lead-free/Pb-free is a nickname that is often used (or misused) for RoHS-compliant 
products.  In this case, the term "Lead-free/Pb-free" means that lead has been 
removed where required by the RoHS legislation but still may exist as an impurity 
below 1000 ppm. 

The term "Lead-free 2LI/Pb-free 2LI" means lead-free second level interconnect (2LI).  
The balls, leads, or pads used to connect the component to a printed circuit board are 
lead-free, but the first level interconnect (FLI) is not lead-free.  The use of lead in the 
FLI is acceptable because of the RoHS "flip chip" or "die bump" interconnect 
exemption. 

Intel Desktop Board D945GCLF2 is a lead-free second level interconnect product.  
Table 13 shows the lead-free second level interconnect marks as they appear on the 
board and accompanying collateral.  These marks are based on JEDEC standard 
J-STD-609, “Marking and Labeling of Components, PCBs and PCBAs to Identify Lead, 
Lead Free and Other Attributes.” 

For more information concerning Intel’s lead-free initiatives, refer to 
http://www.intel.com/technology/silicon/leadfree.htm. 

Table 13. Lead-Free Second Level Interconnect Marks 

Description Mark 

This symbol is used to identify 
electrical and electronic 
assemblies and components in 
which the Pb concentration 
level in the Desktop Board 
substrate and the solder 
connections from the board to 
the components (second-level 
interconnect) is not greater 
than 0.1% by weight 
(1000 ppm).  

  
or 

 

  
or 

 

 

http://www.intel.com/technology/silicon/leadfree.htm�


Regulatory Compliance 

  53 

Restriction of Hazardous Substances (RoHS)  
 

European Union RoHS 
EU RoHS Directive 2002/95/EC restricts the use of the following six materials in 
various types of electronic and electrical equipment: 

• Lead  
• Mercury  
• Cadmium  
• Hexavalent chromium  
• Polybrominated biphenyls (PBB)  
• Polybrominated diphenyl ether (PBDE) 

The maximum concentrations allowed are 0.1% or 1000 ppm (except for cadmium, 
which is limited to 0.01% or 100 ppm) by weight of homogeneous material.  

Intel Desktop Board D945GCLF2 complies with these restrictions. 

China RoHS 
“China RoHS” is the term used by industry generally to describe legislation 
implemented by the Ministry of Information Industry (MII) in the People's Republic of 
China for the control of pollution by electronic information products (EIP).  The official 
title of the China RoHS regulation is “Management Methods for Controlling Pollution by 
Electronic Information Products.”   

China RoHS bans the same substances and has the same limits as EU RoHS.  
However, the China RoHS regulation requires specific product marking and a self-
declaration of the controlled substances contained in each product.   

Intel Desktop Board D945GCLF2 is a China RoHS-compliant product.   

The required China RoHS mark indicates the product’s Environmental Friendly Usage 
Period (EFUP).  The EFUP is defined as the number of years for which listed controlled 
substances will not leak or chemically deteriorate while in the product.  The EFUP for 
Intel Desktop Boards has been determined to be 10 years.   

The EFUP for Intel Desktop Board D945GCLF2 is shown in Table 14. 

Table 14. China RoHS Environmentally Friendly Use Period Mark 

Description Mark 

This is an example of the 
symbol used on Intel Desktop 
Boards and associated 
collateral.  The color of the 
mark may vary depending 
upon the application.  The 
Environmental Friendly Usage 
Period (EFUP) for Intel 
Desktop Boards has been 
determined to be 10 years.  
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The China MII also stipulates that a material Self Declaration Table (SDT) must be 
included in a product’s user documentation.  The SDT for Intel Desktop Board 
D945GCLF2 is shown in Figure 16.  

 

 

Figure 16.  Intel Desktop Board D945GCLF2 China RoHS Material 
Self Declaration Table 



Regulatory Compliance 

  55 

EMC Regulations 
Intel Desktop Board D945GCLF2 complies with the EMC regulations stated in Table 15 
when correctly installed in a compatible host system. 

Table 15. EMC Regulations 

Regulation (Class B) Title 

FCC 47 CFR Part 15, 
Subpart B 

Title 47 of the Code of Federal Regulations, Part 15, Subpart B, 
Radio Frequency Devices.  (USA)   

ICES-003 Issue 4  Interference-Causing Equipment Standard, Digital Apparatus.  
(Canada)   

EN55022:2006  Limits and methods of measurement of Radio Interference 
Characteristics of Information Technology Equipment.  (European 
Union)   

EN55024:1998 Information Technology Equipment – Immunity Characteristics 
Limits and methods of measurement.  (European Union)   

EN55022:2006 Australian Communications Authority, Standard for 
Electromagnetic Compatibility.  (Australia and New Zealand) 

CISPR 22:2005 
+A1:2005 +A2:2006 

Limits and methods of measurement of Radio Disturbance 
Characteristics of Information Technology Equipment.  
(International)  

CISPR 24:1997 
+A1:2001 +A2:2002 

Information Technology Equipment – Immunity Characteristics – 
Limits and Methods of Measurement.  (International) 

VCCI V-3/2007.04, 
V-4/2007.04 

Voluntary Control for Interference by Information Technology  
Equipment (Japan)   

 

Japanese Kanji statement translation:  This is a Class B product based on the standard 
of the Voluntary Control Council for Interference from Information Technology 
Equipment (VCCI).  If this is used near a radio or television receiver in a domestic 
environment, it may cause radio interference.  Install and use the equipment 
according to the instruction manual. 
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Korean Class B statement translation:  This is household equipment that is certified to 
comply with EMC requirements.  You may use this equipment in residential 
environments and other non-residential environments. 

 

Ensure Electromagnetic Compatibility (EMC) 
Compliance 

Before computer integration, make sure that the power supply and other modules or 
peripherals, as applicable, have passed Class B EMC testing and are marked 
accordingly. 

Pay close attention to the following when reading the installation instructions for the 
host chassis, power supply, and other modules: 

• Product certifications or lack of certifications 
• External I/O cable shielding and filtering 
• Mounting, grounding, and bonding requirements 
• Keying connectors when mating the wrong connectors could be hazardous 

If the power supply and other modules or peripherals, as applicable, are not Class B 
EMC compliant before integration, then EMC testing may be required on a 
representative sample of the newly completed computer. 
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Product Certifications  

Board-Level Certification Markings 
Intel Desktop Board D945GCLF2 has the product certification markings shown in 
Table 16. 

Table 16. Product Certification Markings 

Description Mark 
UL joint US/Canada Recognized Component mark.  Includes adjacent 
UL file number for Intel Desktop Boards:  E210882. 

 
FCC Declaration of Conformity logo mark for Class B equipment.  
Includes Intel name and D945GCLF2 model designation. 

 
CE mark.  Declaring compliance to European Union (EU) EMC 
directive and Low Voltage directive.   

 
Australian Communications Authority (ACA) and New Zealand Radio 
Spectrum Management (NZ RSM) C-tick mark.  Includes adjacent 
Intel supplier code number, N-232.   

 
Japan VCCI (Voluntary Control Council for Interference) mark. 

 
S. Korea MIC (Ministry of Information and Communication) mark.  
Includes adjacent MIC certification number:  CPU-D945GCLF2 (B). 

 
Taiwan BSMI (Bureau of Standards, Metrology and Inspections) 
mark.  Includes adjacent Intel company number, D33025. 

 
Printed wiring board manufacturer’s recognition mark.  Consists of a 
unique UL recognized manufacturer’s logo, along with a flammability 
rating (solder side). 

V-0 
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Chassis and Component Certifications 
Ensure that the chassis and certain components; such as the power supply, peripheral 
drives, wiring, and cables; are components certified for the country or market where 
used.  Agency certification marks on the product are proof of certification.  Typical 
product certifications include: 

In Europe 
The CE marking signifies compliance with all applicable European requirements.  If the 
chassis and other components are not properly CE marked, a supplier’s Declaration of 
Conformity statement to the European EMC directive and Low Voltage directive (as 
applicable), should be obtained.  Additionally, other directives, such as the Radio and 
Telecommunications Terminal Equipment (R&TTE) directive may also apply depending 
on product features.   

In the United States 
A certification mark by a Nationally Recognized Testing Laboratory (NRTL) such as UL, 
CSA, or ETL signifies compliance with safety requirements.  Wiring and cables must 
also be UL listed or recognized and suitable for the intended use.  The FCC Class B 
logo for home or office use signifies compliance with electromagnetic interference 
(EMI) requirements. 

In Canada 
A nationally recognized certification mark such as CSA or cUL signifies compliance with 
safety requirements.  The Industry Canada statement at the front of this product guide 
demonstrates compliance with Canadian EMC regulations.  

 


